Pro 30

Code: 1110600

Detailed Specifications

Rated Input Voltage - 230V a.c. - 230V a.c.
Volt Selector - 6 Volts - 12 Volts
Current Selector -5 -5

Rated Input Current -1,1 Aa.c. -2,1Aa.c.
Rated Output Voltage - 6,5V d.c. -15,2Vd.c.
Rated Output Current -20A d.c. -20A d.c.
Rated Input Voltage - 230V a.c.

Volt Selector - 24 Volts

Current Selector -5

Rated Input Current -41 Aa.c.
Rated Output Voltage - 30,9V d.c.
Rated Output Current -20A d.c.

Dimensions (WxHxL) -210/210/315 mm
Dimension WIDTH is front view
Weight Nett/Gross -9,8/10,1 Kg
In the interest of product improvement, specifications
may change without notice.
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Designed to charge up to a maximum of two 12 volt batteries in series, this unit
is ideally suited to the small motor workshop, service station, or small fleet
operation. Two rotary switches allow for the selection of five charge rates at
either 6 volts, 12 volts or 24 volts. the output is fuse protected against reverse
polarity by a standard automotive blade fuse and overload protected by a
manually resettable circuit breaker. The input is also fuse protected.

NOT RECOMMENDED FOR SEALED BATTERIES

The Pro chargers were designed in compliance with IEC 335-2-2 and has a two
year limited warranty against defects in materials and workmanship.

* Conforms to SABS IEC 335-2-29

* Thermal overload protection

* Replaceable fuse protection on output side
* Automatic circuit breaker protection

* Robust , epoxy coated steel cabinet

* Two year warranty

* Manufactured in South Africa

= Black lead

230V

Manufactured in South Africa
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